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Hands On content

ÅIn this presentation we provide a modular training on 

SPWF04 Wi-Fi module

ÅIt can also be used to find answers to common questions on the module

ÅA number of laboratories have been conceived to facilitate 

the user to get familiar with SPWF04 module key features

ÅSome HW and SW is needed to perform the training 

ÅAn evaluation environment is offered by ST:

ÅThe Nucleo X-Pansion i.e. X-NUCLEO-IDW04A1

ÅFor the evaluation of SPWF features plus other ST components of the Nucleo ecosystem
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Lab Prerequisites

X-NUCLEO-IDW04A1

ÅHardware

ÅX-NUCLEO-IDW04A1, Wi-Fi expansion board based on SPWF04 module 

for STM32 Nucleo-64

ÅNUCLEO-F401RE, NUCLEO-F411RE or NUCLEO-L476RG

ÅUtility software
ÅSTSW-WIFI004 FW package

Åwww.st.com/stsw-wifi004

ÅX-CUBE-WIFI1 SW package 

Åwww.st.com/x-cube-wifi1

ÅTera Term: terminal emulator

Åhttp://en.sourceforge.jp/projects/ttssh2/releases

ÅNotepad++: text editor

Åhttps://notepad-plus-plus.org/download

ÅGoogle Chrome: web browser

Åhttps://www.google.it/chrome
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Hands on chapters 4
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Lab 0 : Module presentation 5

The SPWF04S is a ñCloud Compatibleò Wi-Fi Module working either in 

Stand-alone or Serial-to-WiFi mode. These modules integrate free of charge 

FW supporting Security (TLS, WPS, WEP, WPA2 and WPA-Enterprise) and 

a robust IP Stack with HTTPS, MQTT, SMTP, WebSockets, IPv6 protocols

2.4 GHz

802.11 

b/g/n

SerialToWi-Fi Module

SPWF04S Series

Integrated ST Technology

Ç Low-power  CW1100 802.11 b/g/n certified SoC

Ç Cortex-M4-based STM32 microcontroller

Sensors

Actuators

Sensors

Actuators

Wi-Fi stand-alone 



Lab 0 : Module presentation 6

Å2.4 GHz IEEE 802.11 b/g/n low power transceiver

ÅSTM32 ARM Cortex-M4 microcontroller

Å2MB Integrated Flash memory

ÅIntegrated highly efficient antenna or U.FL connector

ÅCertified RF (FCC, IC, CE / RED)

Å Integrated TCP/IP and Application Layer Functions

ÅEasy interface to host Microcontroller through UART/SPI

or standalone supported with MicroPython script 

language 

ÅTLS for End-to-End security integrated in all modules

ÅSecurity: WPS, WEP, WPA2, WPA-Enterprise 

ÅHTTPS, MQTT, SMTP, WebSockets, IPv6 protocols and 

to easily connect applications to the cloud

ÅOver The Air firmware update

ÅSystem Modes: mini-AP mode,  IBSS and Station

ÅSmall form factor: 26.92 x 15.24 x 2.35 mm

Å Industrial temperature range:  -40 °C to +85 °C

Integration

Flexibility 

and ease 

of use

Size and 

temperature 

ÅUp to +18.3 dBm output power

www.st.com/wifimodules

SPWF04SC               
Integrated U.FL connector

SPWF04SA
Integrated antenna

RF power

http://www.st.com/wifimodules
http://www.st.com/web/catalog/sense_power/FM1968/CL1976/SC1930/PF258592
http://www.st.com/web/catalog/sense_power/FM1968/CL1976/SC1930/PF258591


Lab 0 : Module presentation ïFeature set
7

SPWF04 Features
February 2017 - FW1.0.0 November 2017 - FW 1.1.0

UART SPI µPython UART SPI µPython

Wi-Fi modes Station x x x x x x

miniAP x x x x x x

IBSS x x x x x x

Pairing & 

Security
WPS x x x x x x

WPA2 Station only Station only Station only x x x

WPA-E x x x x x x

TLS Client x x x x x x

TLS Server         x x x x x x

Services TCP/UDP x x x x x x

IPv4 + IPv6 x x x x x x

WebSocket Client x x x x x

MQTT x x x x x

SMTP x x x x x

TFTP Server x x x x x

TFTP Client x x x x x

HTTP Server x x x x x

HTTP Client x x x x x

Throughput 1Mbps 3Mbps 1Mbps 5Mbps

MicroPython REPL & 

Script
Script

REPL & 

Script
Script



Lab 0 : Module presentation - HW 8

Antenna 

(SPWF04SA)

or 

U.Fl connector 

(SPWF04SC)

Shielded 802.11  b/g/n 

transceiver, 38MHz XTAL 
STM32F439

Data Matrix

Model Series

FCC and IC

Board reference 

Front Bottom

Ground Pad

STM32F439

120 MHZ

Flash:2MB

RAM:256kB C
38 MHz 

UART/SPI

GPIOs/Peripherals

3.3V

CW1100

b/g/n

Integrated

PA

Filter
Tx/Rx

Switch

Ext. Serial Memory

Boot0

Reset

A

Up to 18.3 dBm

Highly efficient antenna 

Low Power SoC with 

integrated PA and 

power management 

subsystem 

FOTA and

FLASH File System

UART AT command 

or SPI protocol

µPython environment with IPv4/IPv6 stack, 

Wi-Fi management, TLS/SSL, Rest API, Web 

Server, HTTPS, MQTT, SMTP protocols



Lab 0 : Interface Modes 9

User Application User Application

User Application:

MicroPython Script
AT Commands/Config.

Async. Indications

Status/Peers

Data

0x02
Payload 

Length

CMD-

ID

Param. 

Section

0x02 Event
Ind. 

Number
Payload

HostToSPWF04S  Packet (Master)

SPWF04SToHost Packet (Slave)

Plug&Play!

Host via UART

Performance!

Host via SPI

Cost Saving!

In-Module applications

with MicroPython scripting



Lab 0 : File System Organization 10

SPWF04S Memory

System :

1MB

User FS

1MB

Built-in Files

RAM . Up to 32 files stored in the RAM 

can be generated and handled at run 

time (Tag D).

User Flash 1 MB of Flash is available 

to store proprietary files organized as: 

- App Disk (Tag I) e.g. uP scripts and 

- Flash Disk (Tag E) for: pdf, webpages, 

docs

External Memory Volume. (Tag X): 

Dedicated GPIOs are available  to 

extend the storage capabilities with an 

SPI Flash or an SDIO (a variable is 

defined to select the option) 

System: 

240 KB

User FS:

16KB (*)

External Memory SDIO / 

SPI Flash 

No Size Limit

SPI/SDIO Interface

RAM

256 KB

FLASH

2MB

0x08000000

Reserved 64kB

0x08010000

Stack 930kB

0x08100000

App disk 64kB Volume3

0x08110000

Flash disk 930kB Volume1

Volume2

Volume0

Reserved 64KB organized in 4 files: 

Bootloader, TLS Certificates, Enterprise 

Certificates. ST reserved. 

System RAM: leveraged also by the  

built-in Web Server to handle complex 

pages 

(*) FW1.1.0 allows to define the amount of RAM for Volume number 2. Zero to turn it off.



Proceed to the next LAB!



Lab 1 : HW and SW setup

ÅObjective 

ÅHardware set-up

ÅSoftware set-up

ÅPrerequisites

ÅWork alone
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Lab 1 : EVAL of the SPWF04 module

X-NUCLEO-IDW04A1 & X-CUBE-WIFI1
13

ÅX-NUCLEO-IDW04A1

ÅX-NUCLEO-IDW04A1 is a Wi-Fi evaluation board based 
on SPWF04 module

ÅX-CUBE-WIFI1 

ÅX-CUBE-WIFI1 SW package Link to X-CUBE-WIFI1



Lab 1.1 : UART Configuration

Set Vcom binary in Nucleo
X-NUCLEO-IDW04A1 & X-CUBE-WIFI

1 Put the Jumpers in the right position

14



Lab 1.1 : UART Configuration

Set Vcom binary in Nucleo
X-NUCLEO-IDW04A1 & X-CUBE-WIFI1

1 Flash UART VCOM binary into Nucleo drive

binaries

IDEôsproject

drag and drop 

Project.bin

on Nucleo drive

15

NUCLEO-F401RE, 

F411,

L476RG



Lab 1.1 : Configuring the UART
X-NUCLEO-IDW04A1 & X-CUBE-WIFI1

Setup TeraTerm window in order to send AT command to Wi-Fi module2

Open Hyper terminal or TeraTerm Select right COM port

Terminal setup Serial port setup

16

1ms delay not needed 

anymore starting from 

X-CUBE-WIFI v3.02



Lab 1.1 : Configuring the UART
X-NUCLEO-IDW04A1 & X-CUBE-WIFI1

ÅOpen Tera Term

ÅCommand Mode 

ÅType AT followed by a carriage return 

(CR)

17

AT

AT-S.OK

Tera Term output



You are ready to use your Wi-Fi 

EVAL board!



Lab 1.2 : For SPI Configuration

Set Vcom binary in Nucleo
X-NUCLEO-IDW04A1 & X-CUBE-WIFI1

1 Put the Jumpers in the right position

19



Lab 1.2 : Running some project in SPI

1 Some projects are available using SPI in X-CUBE-WIFI1

20

2 For example socket client project using STM32F401RE

ü In wifi_conf.h select SPI (comment line as per below)

ü Compile and run available project



You are ready to use your Wi-Fi 

EVAL board!



Lab 1.3 : For MicroPython Configuration
X-NUCLEO-IDW04A1 & X-CUBE-WIFI1

1

22

Dedicated app note is available on st.com

AN4964 : MicroPython scripting language over SPWF04S

Below is very basic micro python example
from pyb import LED

import utime

l = LED(2)

l.on()

cnt=0

while True:

l.toggle()

cnt=cnt+1

utime.sleep(1)

print('Loop ', str(cnt))

if cnt == 100:

break 

2

http://www.st.com/content/ccc/resource/technical/document/application_note/group0/f5/8a/50/cd/12/b1/44/9a/DM00345374/files/DM00345374.pdf/jcr:content/translations/en.DM00345374.pdf


Lab 1.3 : For MicroPython Configuration
X-NUCLEO-IDW04A1 & X-CUBE-WIFI1

3

23

As stated in AN4964, below parameter must be set in order to enable 

micropython through console

AT+S.SCFG=console_enabled,2

AT+S.WCFG

AT+S.RESET

4 Here we will simply create & load this script in RAM (see chapter 8.2.1.2)

AT+S.FSC=blink_led.py,173

5 Confirm file is now created in RAM

AT+S.FSL

http://www.st.com/content/ccc/resource/technical/document/application_note/group0/f5/8a/50/cd/12/b1/44/9a/DM00345374/files/DM00345374.pdf/jcr:content/translations/en.DM00345374.pdf


Lab 1.3 : For MicroPython Configuration
X-NUCLEO-IDW04A1 & X-CUBE-WIFI1

24

6 Execute micro python script



You are ready to use your Wi-Fi 

EVAL board!



Lab 2 : Set the SPWF variables

ÅObjective 
ÅRun a command 

ÅGet the default configuration dump

ÅSet host name

ÅSet static IP parameters

ÅReset the module

ÅPrerequisites
ÅWork alone

26



Lab 2 : Run a command

Run a command - Syntax

- AT+S.[Command]<CR>

Response ïSyntax

27

- Optional «AT-S.Output» to monitor 

command execution, followed by

- «AT-S.OK»

- «AT-S.ERROR:Number:Reason»

AT Command Prefix

Not case 

sensitive

AT+S.WCFG

AT+S.RESET

AT+S.SSIDTXT

Both monitoring and error 

verbosity level and can be set by 

proper configuration variables



Lab 2 : Get the SPWF variables

ÅGet the default configuration dump

ÅType AT+S.GCFG

ÅGet a variable value

ÅType AT+S.GCFG=console_speed

Config dump frame

28

Variable 

Name

Variable 

Value

How to change the variable value?

1. AT+S.SCFG=[var name],xxxx

2. AT+S.WCFG



Lab 2 : Set the SPWF variables

ÅGet the default configuration dump

ÅSet host name

When you're going to change the radio 

settings, we advise to you to turn off the wifi

during the whole configuration and to turn on 

again at the end.

ÅType AT+S.SCFG=ip_hostname,xxxxxxxx

29

Up to 31 characters (case 

sensitive), ñspacebarò is 

allowed

AT+S.SCFG=ip_hostname,xxxxxxxx

AT-S.OK

Tera Term output



Lab 2 : Set the SPWF variables

ÅGet the default configuration dump

ÅSet host name

ÅSet IP address, IP default gateway, IP DNS and IP netmask (for 

static usage) 

ÅType AT+S.SCFG=ip_ipaddr,192.168.0.1

ÅType AT+S.SCFG=ip_gw,192.168.0.1

ÅType AT+S.SCFG=ip_dns1,192.168.0.1

ÅType AT+S.SCFG=ip_netmask,255.255.255.0

30

AT+S.SCFG=ip_ipaddr,192.168.0.1

AT-S.OK

AT+S.SCFG=ip_gw,192.168.0.1

AT-S.OK

AT+S.SCFG=ip_dns1,192.168.0.1

AT-S.OK

AT+S.SCFG=ip_netmask,255.255.255.0

AT-S.OK

Tera Term output



Tera Term output

Lab 2 : Set the SPWF variables

ÅGet the default configuration dump

ÅSet host name

ÅSet IP address, IP default gateway, IP 

DNS and IP netmask 

ÅSave settings on the flash memory

ÅType AT+S.WCFG

ÅReset the module

ÅType AT+S.RESET

31

AT+S.WCFG

AT-S.OK

AT+S.RESET

+WIND:2:Reset



Lab 2 : Set the SPWF variables

ÅGet the default configuration dump

ÅSet host name

ÅSet IP address, IP default gateway, IP 

DNS and IP netmask 

ÅSave settings on the flash memory 

(mandatory after a variable change) 

and reset the module

ÅCheck the new configuration dump

ÅType AT+S.GCFG

32



Proceed to the next LAB!



Lab 3 : Firmware Upgrade

ÅObjective 

ÅUpgrade the Firmware using 4 different methods

ÅPrerequisites

ÅGetting latest Firmware from ST

34



Lab 3 : Firmware Upgrade

ÅFW Upgrade : why ?

ÅAs for any supplier providing chipset with integrated FW, user must ensure 

possibility to perform FW upgrade.

ÅEach new FW version is developed with objective of bringing maturity or new 

features while keeping backward compatibility with previous FW.

35

FW upgrade is a must to ensure customer homogeneous production.



Lab 3.1 : Upgrade through UART

ÅObjective 

ÅUpgrade the FW using UART

ÅPrerequisites

ÅHEX file (provided in the STSW-WIFI004 FW package)

Åhttp://www.st.com/content/st_com/en/products/embedded-

software/wireless-connectivity-software/stsw-wifi004.html

36



Lab 3.1 : Upgrade through UART

ÅA dedicated FW must be set Nucleo board

ÅFlash Nucleo with binary available in SW package X-CUBE-WIFI1.

ÅGet hex file from latest STWS_WIFI004 package.

37



Lab 3.1 : Upgrade through UART

ÅPreparing the X-NUCLEO-IDW04A1 Board

38

ÅSet a jumper on JP2 as shown on 

picture. This will pull the BOOT0 pin 

high (force bootmode on Wi-Fi 

module)

ÅConnect X-NUCLEO-IDW04A1 and 

NUCLEO and connect Nucleo to PC 

through USB

ÅRESET both boards (press SW1 on 

X-NUCLEO-IDW04A1 and the B2 on 

the NUCLEO)



Lab 3.1 : Upgrade through UART

ÅDownloading the Flash Loader tool

39

Åwww.st.com/web/catalog/tools/FM147/CL1794/SC961/SS1743/PF257525

http://www.st.com/web/catalog/tools/FM147/CL1794/SC961/SS1743/PF257525


Lab 3.1 : Upgrade through UART

ÅRun flash loader with X-NUCLEO IDW04A1 board

40

ÅSelect COM port 

Å(If not, use the PCôs Device Manager to load the 

device driver. The USB to UART bridge should 

be in the list of ñPorts (COM & LPT)ò devices.)

ÅSet correct settings 

ÅBaud Rate =115200

ÅParity = Even

ÅEcho Disabled

ÅTimout 20

ÅClick the ñNextò button.



Lab 3.1 : Upgrade through UART

ÅX-NUCLEO-IDW04A1 board is ready for programming.

41

ÅIf communication is OK click the 

ñNextò button.

ÅSelect FW hex file and click on 

« next ».

ÅAt the end of FW upgrade , 

remove JP2 jumper and press 

RESET button SW1 on X-

NUCLEO-IDW04A1 board.



Proceed to the next LAB!



Lab 3.2 : Upgrade through SWD

ÅObjective 

ÅUpgrade the FW using SWD

ÅPrerequisites

ÅHEX file (provided in the SPWF04S FW package)

43



Lab 3.2 : Upgrade through SWD

ÅX-NUCLEO-IDW04A1 J1 Connector details

44



Lab 3.2 : Upgrade through SWD

ÅDownload & install ST-Link Utility tool

Åhttp://www.st.com/content/st_com/en/products/embedded-software/development-

tool-software/stsw-link004.html

ÅProgram SPWF04 through SWD

ÅClick on Target button

ÅClick on open button

ÅSelect hex file

ÅProgram SPWF04

45

http://www.st.com/content/st_com/en/products/embedded-software/development-tool-software/stsw-link004.html


Proceed to the next LAB!



Lab 3.3 : FOTA update

ÅObjective 

ÅUpgrade the Firmware using the FOTA file

ÅPrerequisites

ÅFOTA file (provided in the SPWF04S FW package)

ÅExternal web server (i.e. Apache web server running on PC)

47



Lab 3.3 : FOTA update 48

ÅThe SPWF04S module allows performing a Firmware Over-the-air 

update via a single HTTP (or HTTPS) GET. 

ÅThe SPWF04S will validate the firmware image it downloads, load it 

into a staging area, then prompt the user to issue a reset command 

in order to complete the update. 



Lab 3.3 : FOTA update

ÅApache Web Server will be used in this LAB

(Apache Web Server is available at this link: 

http://archive.apache.org/dist/httpd/binaries/win32/httpd-2.2.25-win32-x86-openssl-0.9.8y.msi)

Note: please check that the local firewall is disabled or properly set. It can 

block the connection from module to Apache.

ÅCopy the OTA file (i.e. SPWF04S-xxxxxxx-yyyyyyy-

Release.fota) in the Apache 2.2 htdocs folder

49



Lab 3.3 : FOTA update

The FWUPDATE command allows to perform a Firmware Over-the-

air update via a single HTTP (or HTTPS) GET. 

ÅSyntax

ÅAT+S.FWUPDATE=e,<hostname>,[<path&queryopts>],[<port>],[<TLS>],[<user

name>],[<passwd>]<cr> 

ÅConfiguration parameters

Å<hostname> Target host. DNS resolvable name or IP address. 

Å<path&queryopts> Default: /fw.ota. Document path and optional query arguments. If a secure 

FOTA is required, the extension of the file needs to be ñ.sfotaò. 

Å<port> Default 80 (if TLS=0) or 443 (if TLS>0). 

Å<TLS> Default: 0. Values range: 0->unsecured; 1->autodetect; 2-> TLS 

Å<username> Default: none. 

Å<passwd> Default: none. 

50



Lab 3.3 : FOTA update

ÅThe module and the Apache Web server must be connected to the same network

ÅIn Tera Term: type AT+S.FWUPDATE=e,192.168.x.yyy,\SPWF04S-xxxxxxx-

yyyyyyy-Release.fota,,,,

ÅReset the module to apply the new FW

ÅType AT+S.RESET

ÅRestore factory default settings (mandatory)

ÅType AT+S.FCFG

51

AT+S.FWUPDATE=e,192.168.x.yyy,\SPWF04S-

xxxxxxx-yyyyyyy-Release.fota,,,,

AT-S.Write chunk:2048:8110000

AT-S.Write chunk:2048:8110800

[é]

AT-S.Write chunk:2048:81F0000

AT-S.Write chunk:740:81F0800:920292

AT-S.OK

AT+S.RESET

+WIND:2:Reset

+WIND:17:Boot:1.0

+WIND:17:Performing F/W update

+WIND:17:Completed F/W update

+WIND:17:Cleanup

AT+S.FCFG

AT-S.OK

Tera Term output



Proceed to the next LAB!



Lab 3.4 : SFOTA update

ÅObjective 

ÅUpgrade the Firmware using the SFOTA file

ÅPrerequisites

ÅSFOTA Creation Folder

ÅHEX file

ÅKey.bin file

ÅExternal web server (i.e. Apache web server 

running on PC)

53



Lab 3.4 : SFOTA update 54

ÅThe SPWF04S module allows performing a Secure Firmware Over-

the-air update via a single HTTP (or HTTPS) GET. 

ÅThe SPWF04S will validate the firmware image it downloads, load it 

into a staging area, decrypt it, and then prompt the user to issue a 

reset command in order to complete the update. 



Lab 3.4 : SFOTA update

ÅDrag and drop SPWF04 FW HEX file to the SFOTA Creation

Folder

ÅEdit the hex2ota.bat file and set name of your HEX file (here 

SPWF04S-Release.hex) accordingly.

55



Lab 3.4 : SFOTA update

ÅLaunch the bat file

ÅOTA file is created

56

07/11/2017Presentation Title



Lab 3.4 : SFOTA update

The Apache Web Server will be used

(Apache Web Server is available at this link: 

http://archive.apache.org/dist/httpd/binaries/win32/httpd-2.2.25-win32-x86-openssl-0.9.8y.msi)

Note: please check that the local firewall is disabled or properly set. It can 

block the connection from module to Apache.

ÅCopy the SFOTA file (i.e. SPWF04S-xxxxxxx-yyyyyyy-

Release.sfota) in the Apache 2.2 htdocs folder

57



Lab 3.4 : SFOTA update

ÅOpen the key.bin file, in the FOTA Creation Folder, with Notepad ++ for 

example

58

ÅIn the Plugins tab, choose ASCII -> 

HEX in Converter

ÅThis is the key you have to enter in the 

aes128_key variable of the module, look how do 

that in the next slide



Lab 3.4 : SFOTA update

ÅType 

AT+S.SCFG=aes128_key,xx:yy:xx:yy:xx:yy:xx:yy:xx:yy:xx:yy:xx:yy:xx

Åtype AT+S.WCFG

59

Tera Term output

AT+S.SCFG=aes128_key,xx:yy:xx:yy:xx:yy:xx:yy:xx:yy:xx:yy:xx:yy:xx

AT-S.OK

AT+S.WCFG

AT-S.OK



Lab 3.4 : SFOTA update

The FWUPDATE command allows to perform a Secure Firmware 

Over-the-air update via a single HTTP (or HTTPS) GET.

ÅSyntax

ÅAT+S.FWUPDATE=e,<hostname>,[<path&queryopts>],[<port>],[<TLS>],[<user

name>],[<passwd>]<cr> 

ÅConfiguration parameters

Å<hostname> Target host. DNS resolvable name or IP address. 

Å<path&queryopts> Default: /fw.ota. Document path and optional query arguments. If a secure 

FOTA is required, the extension of the file needs to be ñ.sfotaò. 

Å<port> Default 80 (if TLS=0) or 443 (if TLS>0). 

Å<TLS> Default: 0. Values range: 0->unsecured; 1->autodetect; 2-> TLS 

Å<username> Default: none. 

Å<passwd> Default: none. 

60



Lab 3.4 : SFOTA update

The module and the Apache Web server must be connected to the same network

ÅIn Tera Term: type AT+S.FWUPDATE=e,192.168.x.yyy,\SPWF04S-xxxxxxx-yyyyyyy-

Release.sfota,,,,

ÅReset the module to apply the new FW

ÅType AT+S.RESET

ÅRestore factory default settings (mandatory)

ÅType AT+S.FCFG

61

AT+S.FWUPDATE=e,192.168.x.yyy,\SPWF04S-

xxxxxxx-yyyyyyy-Release.sfota,,,,

AT-S.Write chunk:2048:8110000

AT-S.Write chunk:2048:8110800

[é]

AT-S.Write chunk:2048:81F0000

AT-S.Write chunk:740:81F0800:920292

AT-S.OK

AT+S.RESET

+WIND:2:Reset

+WIND:17:Boot:1.0

+WIND:17:Performing F/W update

+WIND:17:Completed F/W update

+WIND:17:Cleanup

AT+S.FCFG

AT-S.OK

Tera Term output



Proceed to the next LAB!



Lab 4 : Used modes

ÅObjective 

ÅCreate a direct connection between the 

module and a device or an Access Point

ÅPrerequisites

ÅWork alone

63



Lab 4.1 : MiniAP mode

ÅObjective 

ÅCreate a direct connection between 

the module and an end device 

ÅPrerequisites

ÅWork alone
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Tera Term output

Lab 4.1 : Configuring the module in MiniAP mode 65

ÅType AT+S.WIFI=0

Set the SSID

ÅType AT+S.SSIDTXT=SPWF04_AP

ÅSet the network privacy mode (0=OPEN, 1=WEP, 2=WPA)

ÅType AT+S.SCFG=wifi_priv_mode,0

ÅSet the network mode (1 = STA, 2 = IBSS, 3 = MiniAP)

ÅType AT+S.SCFG=wifi_mode,3

ÅType AT+S.WIFI=1

AT+S.WIFI=0

AT-S.OK

AT+S.SSIDTXT=SPWF04_AP

AT-S.OK

AT+S.SCFG=wifi_priv_mode,0

AT-S.OK

AT+S.SCFG=wifi_mode,3

AT-S.OK

AT+S.WIFI=1

AT-S.OK

WPA2 available in 

MiniAP from 

FW1.1



Lab 4.1 : Configuring the module in MiniAP mode 66

+WIND:32:WiFi Hardware Started

+WIND:26:WiFi Started AP:SPWF04_AP

+WIND:24:WiFi Up: 192.168.0.1

Tera Term output

SPWF04_AP



Lab 4.1 : Configuring the module in MiniAP mode (WEP 

Key)

Configure the module using the WEP key (2 possible combinations 

available)

Sample table:

67

AP configuration AT command to be used

Security Mode: WEP

WEP Key Length: 64 bit 

(10 hex digits)

Authentication: Open

Wep Key 1: 1234567890

AT+S.WIFI=0

AT+S.SSIDTXT=SPWF04_AP

AT+S.SCFG=wifi_wep_keys[0],1234567890

AT+S.SCFG=wifi_wep_key_lens,05

AT+S.SCFG=wifi_auth_type,0

AT+S.SCFG=wifi_priv_mode,1

AT+S.SCFG=wifi_mode,3

AT+S.WIFI=1

AP configuration AT command to be used

Security Mode: WEP

WEP Key Length: 

128 bit (26 hex digits)

Authentication: Open

Wep Key 1: 

123456789012345678

90123456

AT+S.WIFI=0

AT+S.SSIDTXT=SPWF04_AP

AT+S.SCFG=wifi_wep_keys[0],12345678

901234567890123456

AT+S.SCFG=wifi_wep_key_lens,0D

AT+S.SCFG=wifi_auth_type,0

AT+S.SCFG=wifi_priv_mode,1

AT+S.SCFG=wifi_mode,3

AT+S.WIFI=1



Lab 4.1 : Configuring the module in MiniAP mode (WEP 

Key)

Notes: 

Åñwifi_wep_key_lensò variable values: 05 and 0D

ÅItôspossible to enter any text string as WEP key. It have to be converted into a

hexadecimal key using the ASCII values of the characters. A maximum of 5 text

characters can be entered for 64 bit keys, and a maximum of 13 characters for 128

bit keys.

In this case, it needs to manually convert your ASCII password to

HEX and complete the wifi_wep_keys[0] variable with the HEX

value.

Åi.e. WEP key: test1

ASCII to HEX: 74:65:73:74:31

So, the AT command is: AT+S.SCFG=wifi_wep_keys[0],7465737431

68



Lab 4.1 : Customizing the MiniAP address (optional)

ÅType AT+S.WIFI=0

ÅSet the SSID

ÅType AT+S.SSIDTXT=SPWF04_AP

ÅSet the network privacy mode (0=OPEN or 1=WEP are supported, WPA2 supported 

from FW1.1)

ÅType AT+S.SCFG=wifi_priv_mode,0

ÅSet the network mode (1 = STA, 2 = IBSS, 3 = MiniAP)

ÅType AT+S.SCFG=wifi_mode,3

ÅSet the MiniAP address

ÅType AT+S.SCFG=ip_ipaddr,192.168.0.1

ÅType AT+S.WIFI=1
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Tera Term output

AT+S.WIFI=0

AT-S.OK

AT+S.SSIDTXT=SPWF04_AP

AT-S.OK

AT+S.SCFG=wifi_priv_mode,0

AT-S.OK

AT+S.SCFG=wifi_mode,3

AT-S.OK

AT+S.SCFG=ip_ipaddr,192.168.0.1

AT-S.OK

AT+S.WIFI=1

AT-S.OK

+WIND:32:WiFi Hardware Started

+WIND:26:WiFi Started AP with network 

'SPWF04_AP'

+WIND:24:WiFi Up:192.168.0.1

Tip: the MiniAP will assign 

sequential addresses to the 

client

i.e. 1Áclient: 192.168.0.2, 2Á

client: 192.168.0.3



Lab 4.1 : Mini AP mode

ÅAssociate your end device to the 

SPWF04_AP network

ÅFind the SPWF_AP network and connect

the end device to the module
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SPWF04_AP

+WIND:28:Station Associated:90:18:7C:96:0D:0B:0

+WIND:29:DHCP reply:192.168.0.2

Tera Term output



Proceed to the next LAB!



Lab 4.2 : Station mode

ÅObjective 

ÅConnect the SPWF04 Module to an Access Point

ÅPrerequisites

ÅUSB dongle and computer are set up as described in Lab 2

ÅWork alone
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Lab 4.2.1 : Access point connection through UART

ÅObjective 

ÅScan for available networks

ÅJoin a network 

ÅCheck the status/statistics variables

ÅPrerequisites

ÅWork alone
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Lab 4.2.1 : Scan for available networks

The SCAN command performs an immediate scan for available

networks. Infrastructure (AP) and IBSS (Ad-Hoc) networks are both

reported. Network type, Channel, BSSID, SSID, Signal strength (RSSI),

and 802.11 capabilities are all reported.

ÅType AT+S.SCAN=d,ScanResult Do a scan without any filter. Put the 

scans result in the file named 

ScanResult, if no ñScanResultò file is 

given, output will be show on console

ÅType AT+S.FSP=ScanResult,, Show the contains of the file ScanResult

74

AT+S.SCAN=d,ScanResult

AT-S.Parsing Networks:3

AT-S.OK

AT+S.FSP=ScanResult,,

1:  BSS 14:D6:4D:24:36:00 CHAN: 01 RSSI: -28 SSID: 'ENG-WPA' CAPS: 0431 WPA WPA2

2:  BSS 00:18:0A:31:EA:78 CHAN: 11 RSSI: -82 SSID: 'ZyckoItalyWireless' CAPS: 0531 WPA WPA2

3:  BSS 06:18:0A:31:E7:E2 CHAN: 11 RSSI: -85 SSID: 'ZyckoItalyGuest' CAPS: 0531 WPA WPA2

Network type Network MAC
Network 

channel

Network 

RSSI
Network 

SSID

Network 

capabilities

Tera Term output



Tera Term output

Lab 4.2.1 : Joining a network (WPA Key)

If the device isnôt WPS compliant, the AP parameters setting is needed.

ÅType AT+S.WIFI=0

ÅSet the SSID
ÅType AT+S.SSIDTXT=ENG_WPA

ÅSet the password
ÅType AT+S.SCFG=wifi_wpa_psk_text,helloworld

ÅSet the network privacy mode (0=none, 1=WEP, 2=WPA-Personal 
(TKIP/AES) or WPA2-Personal (TKIP/AES))
ÅType AT+S.SCFG=wifi_priv_mode,2

ÅN.B. wifi_auth_type must be set to 0 Ą AT+S.SCFG=wifi_auth_type,0

ÅSet the network mode (1 = STA, 2 = IBSS, 3 = MiniAP)
ÅType AT+S.SCFG=wifi_mode,1

ÅType AT+S.WIFI=1
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AT-S.OK

All



Lab 4.2.1 : Joining a network (WPA Key) 76

ENG-WPA
AP

Tera Term output

+WIND:46:WPA Crunching 

PSK:mypassword:10

+WIND:32:WiFi Hardware Started

+WIND:21:WiFi Scanning

+WIND:35:WiFi Scan Complete (0x0)

+WIND:19:WiFi Join:14:D6:4D:24:36:00

+WIND:25:WiFi Association with 'ENG-

WPA' successful

+WIND:51:WPA Handshake Complete

+WIND:24:WiFi Up:192.168.0.1xx



Lab 4.2.1 : Joining a network (WPA Key)

ÅCheck the status/statistics variables

ÅType AT+S.STS

ÅSend a ping to the gateway (ip_gw)

ÅType AT+S.PING=,,192.168.0.1

77

ENG-WPA
AP

Tera Term output

AT+S.PING=,,192.168.0.1

AT-S.OK



Lab 4.2.1 : Joining a network (WEP Key)

Configure the module using the WEP key (4 possible combinations 

available)

Sample table:
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AP configuration AT command to be used

Security Mode: WEP

WEP Key Length: 64 bit 

(10 hex digits)

Authentication: Open

Wep Key 1: 1234567890

AT+S.WIFI=0

AT+S.SSIDTXT=ENG-WEP

AT+S.SCFG=wifi_wep_keys[0],1234567890

AT+S.SCFG=wifi_wep_key_lens,05

AT+S.SCFG=wifi_auth_type,0

AT+S.SCFG=wifi_priv_mode,1

AT+S.SCFG=wifi_mode,1

AT+S.WIFI=1

Security Mode: WEP

WEP Key Length: 64 bit 

(10 hex digits)

Authentication: Shared 

Key

Wep Key 1: 1234567890

AT+S.WIFI=0

AT+S.SSIDTXT=ENG-WEP

AT+S.SCFG=wifi_wep_keys[0],1234567890

AT+S.SCFG=wifi_wep_key_lens,05

AT+S.SCFG=wifi_auth_type,1

AT+S.SCFG=wifi_priv_mode,1

AT+S.SCFG=wifi_mode,1

AT+S.WIFI=1

AP configuration AT command to be used

Security Mode: WEP

WEP Key Length: 

128 bit (26 hex digits)

Authentication: Open

Wep Key 1: 

123456789012345678

90123456

AT+S.WIFI=0

AT+S.SSIDTXT=ENG-WEP

AT+S.SCFG=wifi_wep_keys[0],12345678

901234567890123456

AT+S.SCFG=wifi_wep_key_lens,0D

AT+S.SCFG=wifi_auth_type,0

AT+S.SCFG=wifi_priv_mode,1

AT+S.SCFG=wifi_mode,1

AT+S.WIFI=1

Security Mode: WEP

WEP Key Length: 

128 bit (26 hex digits)

Authentication: 

Shared Key

Wep Key 1: 

123456789012345678

90123456

AT+S.WIFI=0

AT+S.SSIDTXT=ENG-WEP

AT+S.SCFG=wifi_wep_keys[0],12345678

901234567890123456

AT+S.SCFG=wifi_wep_key_lens,0D

AT+S.SCFG=wifi_auth_type,1

AT+S.SCFG=wifi_priv_mode,1

AT+S.SCFG=wifi_mode,1

AT+S.WIFI=1



Lab 4.2.1 : Joining a network (WEP Key)

Notes: 

Åñwifi_wep_key_lensò variable values: 05 and 0D

ÅItôspossible to enter any text string into a WEP key box in the AP, in which case it will be
converted into a hexadecimal key using the ASCII values of the characters. A maximum
of 5 text characters can be entered for 64 bit keys, and a maximum of 13 characters for
128 bit keys.
In this case, it needs to manually convert your ASCII password to HEX and
complete the wifi_wep_keys[0] variable with the HEX
value.

Åi.e. AP WEP key: test1
ASCII to HEX: 74:65:73:74:31
So, the AT command is: AT+S.SCFG=wifi_wep_keys[0],7465737431

ÅSome APs allow user to insert a passphrase and then the AP automatically generates the 
hex keys.
In this scenario, user have not to perform the 
ASCII to HEX conversion because the AP 
already gives it the hex value.

79



Proceed to the next LAB!



Lab 4.2.2 : Access point connection through WPS

ÅObjective 

ÅCreate a direct connection between the module 

and a generic AP with WPS option

ÅPrerequisites

ÅWork alone

81



Tera Term output

Lab 4.2.2 : Joining a network through WPS

In order to be connected to an available Wifi network, the AP parameters 

setting was needed, but now, with the WPS, it isnôt longer the case.

ÅThere are 2 options

ÅHardware : Press the WPS button of the AP and the SW2 of the SPWF04

ÅSoftware : Press the WPS button of the AP and Type AT+S.WPS=0 in Tera Term
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AT+S.WPS=0

AT-S.OK

+WIND:46:WPA Crunching 

PSK:mypassword:10

+WIND:25:WiFi Association successful:AP



Proceed to the next LAB!



Lab 4.2.3 : MiniAP mode for the first set

ÅObjective 

ÅCreate a direct connection between the module and an end 

device 

ÅFirst set of the module in order to enable the connection between 

the module and a generic AP

ÅPrerequisites

ÅWork alone

84



Tera Term output

Lab 4.2.3 : Configuring the module in MiniAP mode

ÅType AT+S.WIFI=0

Set the SSID

ÅType AT+S.SSIDTXT=SPWF04_AP

ÅSet the network privacy mode (0=OPEN or 1=WEP are supported)

ÅType AT+S.SCFG=wifi_priv_mode,0

ÅSet the network mode (1 = STA, 2 = IBSS, 3 = MiniAP)

ÅType AT+S.SCFG=wifi_mode,3

ÅType AT+S.WIFI=1
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AT+S.WIFI=0

AT-S.OK

AT+S.SSIDTXT=SPWF04_AP

AT-S.OK

AT+S.SCFG=wifi_priv_mode,0

AT-S.OK

AT+S.SCFG=wifi_mode,3

AT-S.OK

AT+S.WIFI=1

AT-S.OK



Lab 4.2.3 : Configuring the module in MiniAP

mode
86

+WIND:32:WiFi Hardware Started

+WIND:26:WiFi Started 

AP:SPWF04_AP

+WIND:24:WiFi Up:192.168.0.1

Tera Term output

SPW04_AP



Lab 4.2.3 : Mini AP mode

ÅAssociate your end device to the 

SPWF04_AP network

ÅFind the SPWF04_AP network and 

connect the end device to the module
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SPWF04_AP

+WIND:28:Station 

Associated:90:18:7C:96:0D:0B:0

+WIND:29:DHCP reply:192.168.0.2

Tera Term output



Lab 4.2.3 : Mini AP mode

ÅOpen your web browser

ÅIn the address bar, type the value of the 

variable ip_ipaddr or capitveportal.net

88

SPWF04_AP

Tip: The Mini AP domain can be set using 

the variable ip_apdomainname. 

The default value is ñcaptiveportal.netò. 

The Mini AP default homepage can be set 

using the variable ip_apredirect.

The default value is ñfirstset.htmlò. 

Tip: If the AP domain name is not quickly 

opened, itôs suggested to turn off an 

eventual proxy server (check the connection 

settings or browser preferences)



Lab 4.2.3 : First Set Page

ÅThe first set page allows to configure the module in IDLE mode, 

STATION mode, IBSS mode and MINI AP mode.
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Used for STA, IBSS, MINI AP

Mandatory for IDLE, STA, IBSS, MINI AP

Used for STA, IBSS (WEP), MINI AP (WEP)

Used for STA (if DHCP = OFF), IBSS 

(mandatory), MINI AP (if DHCP = OFF)

Used for STA, IBSS (mandatory DHCP = OFF), MINI AP

Used for STA (WEP key), IBSS (WEP), MINI AP (WEP)

Used for STA, IBSS, MINI AP



Lab 4.2.3 : Mini AP mode

ÅSet all the parameters required in order to enable the connection 

between the module and a generic AP

i.e. AP configured in WPA/WPA2 mode

ÅMiniAP PassKey: anonymous (by default)

ÅSSID of the access point 

ÅPassword of the access point 

ÅAuthentication type of the access point 

ÅUse mode of the module
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Tip: The Mini AP PassKey can 

be set using the variable 

ñuser_descò. 

The default value is 

ñanonymousò. 



Lab 4.2.3 : Mini AP mode

ÅClick on the Push button and then send the

parameters confirming with OK

91

SPWF04_AP

AP

SSID: ciscosb2



Lab 4.2.3 : Mini AP mode

ÅThe module will receive the parameters and will automatically 

connect to the access point required
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+WIND:57:Received SSID is ciscosb2

+WIND:57:Received PWD is **********

+WIND:57:Received Auth mode is 2

+WIND:57:Received Mode is 1

+WIND:2:Reset

+WIND:1:Poweron:xxxxxxx-yyyyyyy-SPWF04S

+WIND:13:Copyright (c) 2012-2017 STMicroelectronics, 

Inc.  All rights Reserved:SPWF04Sx

+WIND:3:Watchdog Running

+WIND:0:Console active

+WIND:46:WPA Crunching PSK:mypassword:10

+WIND:32:WiFi Hardware Started

+WIND:21:WiFi Scanning

+WIND:35:WiFi Scan Complete (0x0)

+WIND:19:WiFi Join:02:62:1F:51:8F:0B

+WIND:25:WiFi Association with 'ciscosb2' successful

+WIND:51:WPA Handshake Complete

+WIND:24:WiFi Up:192.168.1.106

Tera Term output

ciscosb2

AP



Proceed to the next LAB!



Lab 4.3 : STA/MINI AP switcher

ÅObjective 

ÅHardware ñStation to Mini AccessPointò switcher

ÅPrerequisites

ÅWork alone
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Lab 4.3 : STA/MINI AP switcher

This feature allows to force the module in Mini AP mode starting from 

a preexistent state.

ñRecovery Modeò: this functionality could be useful to lead the module 

in a known state and to reconfigure it (i.e. using the firstset page).

The GPIO7 will be used to drive this feature.

95



Lab 4.3 : STA/MINI AP switcher

ÅPress and hold the SW1 button on the 

EVAL to perform a reset and click the SW2 

button

ÅRelease the SW1 button

ÅThe MiniAP mode will be started and the 

module is discoverable with the following 

SSID:

Åiwm-XX-YY-ZZ where XX-YY-ZZ are the last 

six digits of moduleôs MAC ADDRESS
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+WIND:1:Poweron:xxxxxxx-yyyyyyy-

SPWF04S

+WIND:13:Copyright (c) 2012-2017 

STMicroelectronics, Inc.  All rights 

Reserved:SPWF04Sx

+WIND:39:HW in miniAP mode

+WIND:0:Console active

+WIND:3:Watchdog Running

+WIND:32:WiFi Hardware Started

+WIND:26: Started AP: iwm-XX-YY-ZZ

+WIND:24:WiFi Up:192.168.0.1

Tera Term output



Proceed to the next LAB!



Lab 4.4 : IBSS connection

ÅObjective 

ÅCreate an IBSS network 

ÅPrerequisites

ÅWork alone

98



Lab 4.4 : Create an IBSS network

In an IBSS network, the SSID is chosen by the client device that 
starts the network. 

Module settings to create an IBSS network:

Type AT+S.WIFI=0

ÅSet the IBSS SSID0

ÅType AT+S.SSIDTXT=ADHOC

ÅSet the network privacy mode (0=OPEN or 1=WEP are supported)

ÅType AT+S.SCFG=wifi_priv_mode,0

ÅSet the network mode (2 = IBSS)

ÅType AT+S.SCFG=wifi_mode,2
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Tera Term output

AT+S.WIFI=0

AT-S.OK

AT+S.SSIDTXT=ADHOC

AT-S.OK

AT+S.SCFG=wifi_priv_mode,0

AT-S.OK

AT+S.SCFG=wifi_mode,2

AT-S.OK



Lab 4.4 : Create an IBSS network

ÅSet IP address, IP default gateway, IP DNS and IP netmask

ÅType AT+S.SCFG=ip_ipaddr,192.168.y.1xx

ÅType AT+S.SCFG=ip_gw,192.168.y.1

ÅType AT+S.SCFG=ip_dns1,192.168.y.1

ÅType AT+S.SCFG=ip_netmask,255.255.255.0

ÅTurn off the DHCP

ÅType AT+S.SCFG=ip_use_dhcpc,0
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Tera Term output

AT+S.SCFG=ip_ipaddr,192.168.0.1

AT-S.OK

AT+S.SCFG=ip_gw,192.168.0.1

AT-S.OK

AT+S.SCFG=ip_dns1,192.168.0.1

AT-S.OK

AT+S.SCFG=ip_netmask,255.255.255.0

AT-S.OK

AT+S.SCFG=ip_use_dhcp,0

AT-S.OK



Lab 4.4 : Create an IBSS network

ÅSave the settings on the flash memory and reset the module

ÅType AT+S.WIFI=1
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AD-HOC
Tera Term output



Lab 4.4 : Create an IBSS network

ÅAssociate the device with the 

ADHOC network (iOS > 8 could not 

support the IBSS mode)
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AD-HOC

Tip: manual configuration of static TCP/IPv4 

parameters is suggested using a PC

I.e. PC TCP/IPv4 properties



Lab 4.4 : Create an IBSS network

ÅFind your IP address

ÅType AT+S.STS

ÅOpen Safari web browser

ÅIn the address bar, type

<SPWF IP address>/index.html

ÅType 192.168.1.3/index.html

103

AD-HOC



Proceed to the next LAB!



Lab 5 : mDNS

ÅObjective 

ÅSuccessfully see the module and see its 

capabilities via the mDNS protocol 

ÅPrerequisites

ÅWork alone

105



Lab 5 : mDNS

ÅPress and hold the SW1 button on the EVAL to perform a reset and click 

the SW2 button

ÅRelease the SW1 button. You are, now, in MiniAP mode.

ÅDownload and open ZeroConf Browser app on your smartphone, activate 

wifi and notice this :

Thanks to mDNS support you are able to discover

service capabilities

106



Proceed to the next LAB!



Lab 6 : Socket interface

ÅObjective

ÅOpen TCP/UDP connection

ÅWrite data to socket

ÅRead data from socket 

ÅQuery socket

ÅList socket

ÅClose socket

ÅBroadcast

ÅPrerequisites

ÅWork alone 

108

TCP/UDP socket

Socket 

Client

Socket 

Server



Lab 6 : TCP/UDP/Secure socket interface 109

The Socket interface allows communication via TCP, UDP or secure

connection. The SPWF04 can be both a client and a server socket. The

SPWF can be in whatever mode (MiniAP or Station Mode). For secure

socket, please refer to Security_on_SPWF04S Application Notes.
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Open TCP/UDP connection

Write data to socket

Read data from socket

Close socket



Lab 6.1 : Socket Client

ÅObjective 

ÅOpen a TCP or UDP connection from the module to a socket server

ÅPrerequisites

Åmodule connected to the AP (Lab 4.2) or module configured in 

MiniAP (Lab 4.1) mode

ÅPC to be used as socket server
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TCP socket

Socket 

Server

Socket 

Client



Lab 6.1 : Socket Client 111

The Socket interface allows communication via TCP, UDP or secure

connection. The SPWF is both a client and a server socket. In this LAB,

will detail the socket client feature.
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Read data from socket

Close socket



Lab 6.1 : Open Socket Client connection

The SOCKON command allows to open a TCP/UDP connection

to a specified host (up to 8 socket connections at same time).

ÅSyntax

ÅAT+S.SOCKON=<hostname>,<port>,,<kind><cr>

ÅConfiguration parameters

Å<hostname> Remote Server. DNS resolvable name or IP address. 

Å<port> TCP/UDP socket port 

Å<kind> This parameter can assume the values: 

Åt->tcp

Åu->udp

Ås->TLS socket using <Hostname> as domain name 

TLS Server Domain Name: Common Name of the server (URL or the CN field 

reported into server certificate) for TLS socket

112



Lab 6.1 : Open Socket Client connection

ÅOpen the TCP socket server (disable the firewall to properly

run it)

ÅFolder ../hands_on_wifi/tcp socket server/server.exe

ÅThe TCP server listens for incoming connections on the port

32000. It sends back all data received.

113



Lab 6.1 : Open Socket Client connection

ÅUsing an Android platform, the socket server can be opened

using a specific APP (Socket Protocol, available on Play Store)

ÅThe TCP socket server can be configured to listen for 

incoming connections on the port 32000. 

ÅType 32000 on «Port Listen to» box

ÅClick on Listen

114



Lab 6.1 : Open Socket Client connection

ÅType AT+S.SOCKON=<hostname>,32000,,t

Hostname could be DNS resolvable name or IP

ÅThe client and the server use the socket identifier (ID) 

displayed

115

AT+S.SOCKON=<hostname>,32000,,t

AT-S.On:hostIPadress:0

AT-S.OK

Tera Term output



Lab 6.1 : To query a socket client for length of 

pending data

The SOCKQ command allows to read data from socket.

ÅSyntax

ÅAT+S.SOCKQ=<ID>

ÅConfiguration parameters

Å<ID>: socket identifier

116

AT+S.SOCKQ=<ID>

AT-S.Query:Lengthofdata

AT-S.OK

Tera Term output



Lab 6.1 : Write data to socket

The SOCKW command allows to write data to the specified ID 

socket.

This command accepts data after the <cr> at the end of the 

command line.

ÅSyntax

ÅAT+S.SOCKW=<ID>,<len>

ÅConfiguration parameters

Å<ID>: socket identifier

Å<len>: data length to send

117



Lab 6.1 : Write data to socket

ÅWrite data 

ÅType AT+S.SOCKW=0,11

ÅType hello world<CR>

ÅSPWF shows that there are <pending data> and their amount
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AT+S.SOCKW=0,11

+WIND:55:Pending Data:0:11

Tera Term output

ID

Pending

bytes

Note: the module is waiting 13 bytes to be

written to the socket. As soon as 13 bytes

(or characters) are sent from the terminal,

the module is going to write them to the

socket and will be ready to receive new

commands.



Lab 6.1 : Read data from socket

The SOCKR command allows to read data from socket.

ÅSyntax

ÅAT+S.SOCKR=<ID>,<len>

ÅConfiguration parameters

Å<ID>: socket identifier

Å<len>: Defaut:0. Length (in bytes) of the buffer to read. The value 0 indicates to read the full 

buffer
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Lab 6.1 : Read data from socket

ÅRead data

ÅType AT+S.SOCKR=0,

120

AT+S.SOCKR=0,

hello world

AT-S.OK

Tera Term output



Lab 6.1 : Close socket

The SOCKC command allows to close socket.

ÅSyntax

ÅAT+S.SOCKC=<ID>

ÅConfiguration parameters

Å<ID>: socket identifier
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Tera Term output

Lab 6.1 : Close socket

ÅClose socket

ÅType AT+S.SOCKC=0
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AT+S.SOCKC=0

AT-S.OK



Proceed to the next LAB!



Lab 6.2 : Socket Server functionality

ÅObjective 

ÅConfigure a Server Listening Port

ÅOpen a TCP or UDP connection from a socket client to the module

ÅPrerequisites

Åmodule connected to the AP (Lab 4.2) or module configured in 

MiniAP (Lab 4.1) mode

ÅPC to be used as socket client
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TCP socket

Socket 

Server

Socket 

Client




































































































































































































































































